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10”_MIN NO OBSTRUCTIONS WITHIN 10"
NEAREST ABOVE METER
SIDEWALL,
WINDOW, OR
OTHER
OBSTRUCTION
SHED ROOF
GROUND, FINISHED 3’ MIN
GRADE, OR STANDING
SURFACE 6'—6" MAX — 0000
, ——NO BENDS PERMITTED |[]| GAS
5" MIN METER
| 3 MIN | \_/ })
/7 WORKING SPACE ’

GENERAL NOTES:

1.
2.
3.
4.
5

ALL METER SOCKETS SHALL BE ELECTRIC UTILITY SERVICE EQUIPMENT REQUIREMENTS COMMITTEE (EUSERC) COMPLIANT.
ALL METER SOCKETS SHALL HAVE A SCREW-TYPE LOCKING RING. RINGLESS SOCKETS ARE NOT ACCEPTABLE.

METER SOCKETS SHALL BE LEVEL, PLUMB, AND SECURELY FASTENED TO THE STRUCTURE.

ALL METER SOCKETS WITHOUT A METER INSTALLED SHALL BE COVERED AND SEALED WITH A TRANSPARENT COVER PLATE.

TERMINALS SHALL BE MARKED WITH A CONDUCTOR RANGE FOR ALUMINUM OR COPPER CONDUCTORS. WHEN ALUMINUM
CONDUCTORS ARE USED, THE SOCKET SHALL BE APPROVED AND CLEARLY MARKED FOR THAT USE BY MANUFACTURER.

CUSTOMER WIRING, GROUNDING ELECTRODE CONDUCTOR, OR GROUNDING CONDUCTORS, OTHER THAN CONDUIT BONDING
JUMPERS, SHALL NOT PASS THROUGH OR TERMINATE IN ANY SEALABLE SECTION.

COMMERCIAL (NON—RESIDENTIAL USE) METER PANELS MUST MEET THE FOLLOWING REQUIREMENTS:

A. ALL COMMERCIAL SERVICES USE SHALL HAVE EUSERC COMPLIANT MANUAL TEST—BYPASS FACILITIES
B. ALL COMMERCIAL SERVICES OVER 200 AMPS REQUIRE CURRENT TRANSFORMER (CT) METERING

C. REMOTE METERS ARE NOT PERMITTED

A SERVICE DISCONNECT IS NOT PERMITTED ON THE SUPPLY SIDE OF SINGLE METER SOCKETS OR MULTI-METER SOCKET
PANELS CONTAINING SIX OR LESS METER SOCKETS.

A SERVICE DISCONNECT IS REQUIRED FOR MULTI-METER PANELS CONTAINING MORE THAN SIX METERS, PER NATIONAL
ELECTRIC CODE (NEC).

10. RESIDENTIAL REQUIREMENTS:

A. SERVICES GREATER THAN 400 AMPS REQUIRE A CT—RATED METER AND APPROPRIATE SWITCHGEAR.
B. TEST BYPASS FACILITIES ARE NOT ALLOWED ON RESIDENTIAL SERVICES

Metering
General Requirements
ELECTRIC DEPARTMENT All Meter Locations, Page 1 of 2
Drawn Design | Approved Date Categ.ory Voltage M-1.1
SCM JAH JAW 3/5/13 Metering Secondary
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GROUND, FINISHED 3’ MIN
GRADE, OR STANDING
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78" MIN HEIGHT IF OBJECT EXTENDS 6"

NEAREST 10" MIN BEYOND FACE OF PANEL (NOTES 15 AND 16)

SIDEWALL,

WINDOW, OR
OTHER
OBSTRUCTION

SHED ROOF

0000
GAS

SURFACE 6'—6" MAX
5 MIN le—NO BENDS PERMITTED
| 3 MIN METER

———l

7 WORKING SPACE 4
(NOTE 16)

GENERAL NOTES:

11.

ALL METERING EQUIPMENT AND ENCLOSURES SHALL BE READILY ACCESSIBLE BY DISTRICT PERSONNEL DURING
NORMAL BUSINESS HOURS FOR METER READING, MAINTENANCE, TESTING, INSTALLATION, OR REMOVAL.

12. METERS SHALL BE INSTALLED ON THE GABLE END OF A STRUCTURE, IN A COVERED ENTRY OR OTHER SIMILARLY
PROTECTED LOCATION. INSTALLATIONS ON THE SHED SIDE OF THE ROOF ARE NOT ACCEPTABLE. ALL METER
LOCATIONS ARE SUBJECT TO DISTRICT APPROVAL.

13. ALL METER EQUIPMENT EXPOSED TO WEATHER SHALL BE RAINTIGHT IN ACCORDANCE WITH NATIONAL ELECTRICAL
MANUFACTURER'S ASSOCIATION (NEMA) 3R MINIMUM STANDARD.

14. THERE SHALL BE A MINIMUM 3 FEET HORIZONTAL CLEARANCE FROM THE METER AND SERVICE ENTRANCE PANEL
TO NATURAL GAS OR PROPANE PIPES AND FACILITIES.

15. A MINIMUM 10" CLEARANCE SHALL BE MAINTAINED BETWEEN THE METER AND ADJACENT WALLS, CEILINGS, OR
SIMILAR OBSTRUCTIONS.

16. WORKING SPACE IN FRONT OF METERING EQUIPMENT (INCLUDING CURRENT TRANSFORMER ENCLOSURES) SHALL BE
AT LEAST 30" WIDE, 36" DEEP AND 78” HIGH FOR VOLTAGES LESS THAN 250V. FOR VOLTAGES BETWEEN
250—600V, THE WORKING SPACE REQUIRED INCREASES TO 30" WIDE, 42" DEEP AND 78" HIGH. PLANTS, SHRUBS,
TREES AND OTHER OBSTRUCTIONS ARE NOT ALLOWED IN THIS SPACE.

17. ALL CLEARANCE REQUIREMENTS SHALL BE MET SIMULTANEOUSLY.

Metering
General Requirements
ELECTRIC DEPARTMENT All Meter Locations, Page 2 of 2
Drawn Design | Approved Date Category Voltage M-1.2
SCM JAH JAW 3/6/13 Metering Secondary I
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GABLE ROOF (NOTES 6 AND 7) 52

B y—
|- o —
| —

|l— E — A A

_JNoTE 3

SIDE HINGED DOOR WITH

—E- n HANDLE AND LATCH
F METER
PANEL
l— B —] — Al——
' H
D
{
CUSTOMER BUILT DECORATIVE
ENCLOSURE
| GROUND LEVEL
INSTALLATION NOTES:

DECORATIVE ENCLOSURES ARE PERMITTED ON RESIDENTIAL METERS ONLY AND REQUIRE DISTRICT NOTIFICATION AND
PRELIMINARY APPROVAL PRIOR TO INSTALLATION. THE FOLLOWING CONDITIONS SHALL BE REQUIRED FOR FINAL APPROVAL:

1. ALL METERS, METER EQUIPMENT, AND ENCLOSURES SHALL BE READILY ACCESSIBLE BY DISTRICT PERSONNEL DURING
NORMAL BUSINESS HOURS FOR METER READING, MAINTENANCE, TESTING, INSTALLATION, OR REMOVAL. METER
LOCATIONS ARE SUBJECT TO APPROVAL BY THE DISTRICT. SEE ELECTRIC CONSTRUCTION STANDARD M-1 FOR
ADDITIONAL REQUIREMENTS.

2. ENCLOSURE DOOR SHALL OPEN A FULL S0 DEGREES AT A MINIMUM AND BE SIDE—HINGED. A HASP TYPE LATCH IS
PREFERRED FOR SECURING THE ACCESS DOOR TO THE ENCLOSURE. THE ACCESS DOOR SHALL REMAIN UNLOCKED AT
ALL TIMES TO ALLOW UNRESTRICTED ACCESS BY THE DISTRICT.

3. ACCESS DOOR ON SIDE OF ENCLOSURE MAY BE REQUIRED FOR METER INSTALLATION. CONFIRM REQUIREMENTS WITH

DISTRICT PERSONNEL BEFORE INSTALLATION.

4. THE DECORATIVE ENCLOSURE SHALL BE MAINTAINED IN GOOD WORKING ORDER BY THE CUSTOMER OR THE DISTRICT
SHALL REQUIRE ITS REMOVAL.

5. FUTURE METERING REQUIREMENTS MAY NECESSITATE CUSTOMER MODIFICATION OF THE ENCLOSURE.

6. ROOF, IF REQUIRED, SHALL BE OF THE GABLE DESIGN AND MUST EXTEND THE FULL DEPTH OF THE ENCLOSURE. TH
ROOF SHALL BE A MINIMUM OF 78” FROM GROUND IF THE ROOF EXTENDS MORE THAN 6” FROM THE FRONT OF
ENCLOSURE.

7. CLEARANCE REQUIREMENTS (ALL CLEARANCES SHALL BE MET SIMULTANEOUSLY):

"A” — CLEARANCE FROM CENTER OF METER TO ANY WALL OF ENCLOSURE: 10” MINIMUM

"B” — CLEARANCE DEPTH FROM FRONT OF PANEL TO CLOSED DOOR: 6” MINIMUM TO 9" MAXIMUM

"C" — CLEARANCE FROM PANEL EDGE TO SIDE OR TOP WALLS OF ENCLOSURE: 5" MINIMUM

"D” — CLEARANCE FROM PANEL EDGE TO BOTTOM WALL OF ENCLOSURE: 5” MINIMUM, 18 INCHES MAXIMUM
"E”" — PANEL AND METER DEPTH: 4" MINIMUM

"F” — HEIGHT OF LOWEST EDGE OF ROOF SHALL BE 78" MINIMUM IF "G” EXCEEDS 6"
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Metering

ELECTRIC DEPARTMENT

Decorative Residential Meter Enclosures

Drawn

Design

Approved

Date

Category

Voltage

SMS

JAH

JAW

3/6/13

Metering

Secondary

M-1A
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78" MIN (NOTE 2)

I‘\se" MIN\J\/

AR\

METER HEIGHT
5'MIN TO
6'-6" MAX

/

INSTALLATION NOTES:

DOOR
(NOTE 1)

CLEAR AND LEVEL
WORKING SPACE
(NOTE 2)

DOOR SHALL OPEN A MINIMUM OF 90 DEGREES.

WORKING SPACE SHALL COMPLY WITH REQUIREMENTS IN CONSTRUCTION STANDARD M-1.2

FRONT
VIEW

-

20" AN

CLEARANCE REQUIREMENTS (ALL CLEARANCES SHALL BE MET SIMULTANEOUSLY):
"A” — 10" MINIMUM

"g" _
"o _

5" MINIMUM

6" MINIMUM TO 9" MAXIMUM DEPTH FROM FRONT OF PANEL TO CLOSED DOOR
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ELECTRIC DEPARTMENT

Metering

Recessed Residential Meter Enclosures

Drawn

Design

Approved

Date

Category

Voltage

SMS

SMS

JAH

3/7/13

Metering

Secondary

M-1B
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8" MIN
[301 ] [ 302 ] [ 303 ] 8— 1/2"
MIN
DISCONNECT
(AS REQ'D) [201] [202] [203 ]
i:ﬂ [[101 ] [[102 ] [[103 ]
6'—6" MAX
TYPICAL FACTORY—BUILT MULTIPLE
METER ASSEMBLY
SERVICE ,
ENTRANCE 4 MIN
(SEE NOTE 4)
NO BENDS .|
PERMITTED
GROUND, FINISHED GRADE, OR STANDING SURFACE

INSTALLATION NOTES:

1.

PERMANENT IDENTIFICATION SHALL APPEAR ON THE METER PANELS AND THE ENTRANCE TO ALL UNITS
SERVED BY A MULTIPLE METER ASSEMBLY BEFORE ELECTRIC SERVICE CAN BE ESTABLISHED. METER
SOCKETS SHALL BE PERMANENTLY LABELED TO INDICATE THE PART OF THE PREMISES THEY SERVE, FOR
EXAMPLE THE UNIT NUMBER AND/OR ADDRESS AS APPROPRIATE. WHERE UNIT BREAKERS ARE
INDEPENDENT FROM THE UNIT METERS, BREAKERS SHALL ALSO BE PERMANENTLY LABELED. METER SOCKET
LABELS SHALL BE ENGRAVED PHENOLIC OR METAL PLATES ATTACHED WITH OR RIVETS. FELT-TIP PENS
AND ADHESIVE LABELS ARE NOT ACCEPTABLE.

2. ELECTRIC SERVICE SHALL NOT BE ESTABLISHED BY THE DISTRICT UNTIL ALL OF THE FOLLOWING
REQUIREMENTS ARE MET:
A) THE TOWN OF TRUCKEE HAS APPROVED THE ADDRESS AND/OR UNIT NUMBERS
B) DOCUMENTATION OF THE TOWN’S APPROVAL HAS BEEN PROVIDED TO THE DISTRICT
C) METER LABELING IS COMPLETE (SEE NOTE 1.) AND APPROVED BY THE DISTRICT

3. ALL METERS, METER EQUIPMENT, AND ENCLOSURES SHALL BE READILY ACCESSIBLE BY DISTRICT
PERSONNEL DURING NORMAL BUSINESS HOURS FOR METER READING, MAINTENANCE, TESTING, INSTALLATION,
OR REMOVAL. METER LOCATIONS ARE SUBJECT TO APPROVAL BY THE DISTRICT (SEE STANDARD M—1 FOR
ADDITIONAL REQUIREMENTS.) ALL OUTDOOR LOCKABLE SWITCHGEAR DOORS SHALL HAVE A DUAL LOCKING
MECHANISM PER EUSERC REQUIREMENTS.

4. MAY BE REDUCED TO 3 FEET TO PREVENT THE HIGHEST METER IN THE STACK FROM EXCEEDING THE 6'—6"
MAXIMUM HEIGHT REQUIREMENT.

B TRUCKEE DONNER Metering
P Public Utility District Clearance Requirements
ELECTRIC DEPARTMENT Multiple Meter Assembly
Drawn Design | Approved Date Category Voltage

SCM

M-2

JAH JW 5/1/17 Metering Secondary
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FUTURE

ELECTRIC ELECTRIC
SERVICE SERVICE
- — T
@ | 7ZN | 3
L\ |
hoo oRl
200
AMP | 200 |
| AMP |
L L
MEYERS 17
HUB (TYP) \ /ﬁ
\ SEALING
UNDERGROUND RING OR
BUSSED 400 LOCKNUT ’
TERMINATION | AMP (TYP) 5 MIN
ENCLOSURE 6'—6" MAX
SERVICE
ENTRANCE NO BENDS

GROUND, FINISHED GRADE,
OR STANDING SURFACE

/_PERMITTED

8 of 39
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INSTALLATION NOTES:

1. ALL SERVICE ENTRANCE EQUIPMENT SHALL MEET ELECTRIC UTILITY SERVICE EQUIPMENT

REQUIREMENTS COMMITTEE (EUSERC) REQUIREMENTS.

2. COMMERCIAL METER PANELS SHALL HAVE A MANUAL TEST-BYPASS FACILITY IN ACCORDANCE

WITH EUSERC REQUIREMENTS.

3. ALL METERS, METER EQUIPMENT, AND ENCLOSURES SHALL BE READILY ACCESSIBLE BY

DISTRICT PERSONNEL DURING NORMAL BUSINESS HOURS FOR METER READING, MAINTENANCE,
TESTING, INSTALLATION, OR REMOVAL. METER LOCATIONS ARE SUBJECT TO APPROVAL BY THE

DISTRICT. SEE STANDARD M—1 FOR ADDITIONAL REQUIREMENTS.

4. SINGLE PHASE VOLTAGE LIMITATIONS

A. 120/208V SINGLE PHASE, MAXIMUM SERVICE IS 200A
B. 120/240V SINGLE PHASE, MAXIMUM SELF—CONTAINED SERVICE IS 200A

C. 120/240V SINGLE PHASE, SERVICES OVER 200A REQUIRE CT—RATED METER

ELECTRIC DEPARTMENT

Commercial Panels
Up to 2 Services, Typical

Metering

Drawn Design | Approved Date

Category

Voltage

SCM RR JAH 3/7/13

Metering

Secondary

M-3
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ALL PANEL INSTALLATIONS SHALL BE ON
GABLE END, COVERED ENTRYWAY OR
SIMILAR LOCATION APPROVED BY DISTRICT
PRIOR TO INSTALLATION. INSTALLATION ON
SHED SIDE OF BUILDING IS NOT
ACCEPTABLE.

N\

RISER CONDUITS (SEE
NOTES 4 AND 5)

| 1

/
METER HEIGHT

5 MIN TO
'6'—6" MAX

TN

A\

36" MIN
RADIUS

INSTALLATION NOTES;

1.

CONNECTION FEE ALLOWS UP TO 125 OF UNDERGOUND CABLE. ADDITIONAL LENGTH SHALL BE
BILLED AT DISTRICT COST.

CUSTOMER SHALL FURNISH AND INSTALL THE SERVICE ENTRANCE CONDUIT.

REFER TO METER INSTALLATION STANDARDS M-1.1, M—1.2, M—1A, M—2 AND M—-3 FOR
ADDITIONAL REQUIREMENTS.

RESIDENTIAL: CONDUIT RISER SHALL BE SCHEDULE 40 PVC (GREY), 2" MINIMUM, SIZE TO BE
DETERMINED BY THE DISTRICT. SCHEDULE 80 PVC CONDUIT, INTERMEDIATE METAL CONDUIT
(IMC) OR GALVANIZED RIGID CONDUIT (GRC) MAY BE REQUIRED IF DIRECTED BY THE DISTRICT.
NO BENDS PERMITTED IN RISER CONDUIT.

COMMERCIAL: CONDUIT RISER SHALL BE SCHEDULE 40 PVC (GREY), 3" MINIMUM. SCHEDULE 80
PVC CONDUIT, IMC OR GRC CONDUIT MAY BE REQUIRED IF DIRECTED BY THE DISTRICT. NO
BENDS PERMITTED IN RISER CONDUIT.

ELECTRIC DEPARTMENT

Underground Service Entrance
Conduit Requirements

Drawn

Design | Approved Date Category Voltage

SMS

US-1

SMS JAH 4/2/13 Underground Secondary
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CLEVIS (NOTE 4)

—3" MAX
DRIP LOOP

/WEATH ERHEAD (NOTE 3)

SERVICE ENTRANCE CONDUCTORS ENCLOSED IN _|
PVC CONDUIT OR ELECTRICAL METAL TUBING.

e

CUSTOMER TO LEAVE
18" (MIN) LONG TAIL
OUT OF WEATHERHEAD

MIN WEATHERHEAD HEIGHT:

12" FROM GROUND OR DECK

METER SOCKET—

SERVICE ENTRANCE DISCONNECT —

NO OBSTRUCTIONS

IN SHADED AREA \\

(NOTE 1)

GROUND, FINISHED GRADE, OR STANDING SURFACE

METER HEIGHT
5 MIN TO
6'—6" MAX

1o\ o Ko S o

INSTALLATION NOTES:

1.

72

REFER TO METER INSTALLATION STANDARDS M-1.1, M—1.2 AND M—1A FOR CLEARANCE AND
OTHER REQUIREMENTS.

FOR CONDUIT REQUIREMENTS, SEE STANDARD US-1.

WEATHERHEAD SHALL HAVE A MINIMUM 36" CLEARANCE TO ANY WINDOW. WEATHERHEAD AND
ASSOCIATED CONNECTIONS SHALL NOT BE ENCLOSED AND SHALL REMAIN VISIBLE AT ALL TIMES.

COORDINATE CLEVIS INSTALLATION WITH TDPUD PERSONNEL.

THREAD BOLT AND ASSOCIATED HARDWARE, CUSTOMER TO INSTALL.

THE DISTRICT WILL PROVIDE %" ALL

-

P Public Utility District

ELECTRIC DEPARTMENT

{ TRUCKEE DONNER

Typical Service Drop Installation

Overhead Secondary Connections

Drawn

Design

Approved Date Category

Voltage

SMS

SMS

JAH 5/19/17 Overhead

Secondary

OHS-1
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BRACES, MINIMUM OF 2,

11 of 39
4"x4"x6" WOOD 5/25/2017

BLOCK (NOTE 1) N
r

|
SERVICE_DRO 1 12" MIN TO 24" MAX

1
_—BRACE WEATHERHEAD 7
/g
POLE
/ 4-16 PENNY NAILS
SERVICE DROP o /)
L — k 1
= MIN CLEARANCE (NOTE 7)
\—’BRACE
PLAN VIEW
NO SCALE —
CONDUIT POLE HEIGHT (NOTE 2)

METER

TOWARD WIRE STRAIN
SERVICE ENTRANCE RATED

SWITCH (FUSE OR CIRCUIT

BREAKER) METER HEIGHT (NOTE 6)

120/240V RECEPTACLES

GROUNDING

4—16 PENNY NAILS

GROUND LINE

1" PVC (NOTE 4) DEPTH (NOTE 3)

SIDE VIEW GROUND ROD

NO SCALE

INSTALLATION NOTES;

1.
2.

WOOD BLOCK NOT REQUIRED WITH PVC CONDUIT AND WEATHERHEAD OR ON GROUNDED METAL POLE.

INSTALL TIMBER OR POLE TO MEET MINIMUM G.0. 95 CLEARANCE REQUIREMENTS (SEE STANDARD GC-1).
POLE HEIGHT SHALL BE 12'—6" MINIMUM TO 25’ MAXIMUM.

REQUIRED SETTING DEPTHS ARE AS FOLLOWS:
16’ TIMBER (MINIMUM DIMENSION 4”x6")— 3'—6"

20' POLE — 4
25" POLE — 4'-6"
30" POLE — 5’

A 5 LONG 1" DIAMETER PVC PIPE SHALL BE STRAPPED TO POLE BASE TO ALLOW DISTRICT PERSONNEL TO
VERIFY SETTING DEPTH.

RISERS SHALL BE STRAPPED TO POLE WITH A MINIMUM OF 3 CONDUIT STRAPS FOR THE FIRST 10’ SECTION
OF 2" CONDUIT.

METER HEIGHT SHALL BE 5 MINIMUM TO 6'—6" MAXIMUM.
DRIP LOOP SHALL HAVE A MINIMUM CLEARANCE OF 12’ ABOVE GRADE.

TEMPORARY SERVICES ARE NOT PERMITTED ON TREES OR OTHER LIVE GROWTH.

ELECTRIC DEPARTMENT

Temporary Power Pole
Overhead Secondary

Drawn

Design | Approved Date Category Voltage

SMS

SMS JAH 4/2/13 Overhead Secondary

OoTP-1
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/

SERVICE DROP\
\ N

12" MIN 12" MIN
| (NOTE 2)

LT |
METER (NOTE 3)

16" MIN 18’ MIN

- CURB LINE OR EDGE OF ROADWAY

GROUND LINE (FINISHED GRADE) /
................................... N N N7 — _ -
................................... T
LAWN /DECK: PRIVATE DRIVEWAY . < - - a__ e e T
PEDESTRIAN ACCESS PUBLIC THOROUGHFARE
ONLY

INSTALLATION NOTES:

1. ALL CLEARANCES SHALL MEET REQUIREMENTS OF CALIFORNIA G.O0. 95, RULE 54.8.B
2.  CLEARANCE OVER DRIVEWAY CAN TYPICALLY VARY BETWEEN 12 TO 16 FEET

3.  REFER TO METER INSTALLATION STANDARDS M-1.1, M—1.2, M—1A AND OHS—-1 FOR METER
CLEARANCE AND OTHER REQUIREMENTS

Minimum Ground Clearances
Overhead Supply Service Drops
ELECTRIC DEPARTMENT

Drawn Design | Approved Date Category Voltage

GC-1

SMS SMS JAH 3/8/13 Overhead Secondary
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POST (NOTE 3) |

\_‘ MAIN
DISCONNECT
-— COMPARTMENT

AN

BARRIER

48" MIN — 75" MAX TT | —OPTIONAL OUTLET

ool

FINISHED GRADE

~——5/8"x8 mm CUSTOMER

GROUND ROD

36" MIN
\\;— INCOMING UG
J SERVICE CABLE
~

SCHEDULE 40 CONDUIT, MIN 2" DIAMETER.
MINIMUM BEND RADIUS OF 38”

NOT TO SCALE

GENERAL NOTES:
1. ALL METER SOCKETS SHALL BE ELECTRIC UTILITY SERVICE EQUIPMENT REQUIREMENTS COMMITTEE
(EUSERC) COMPLIANT.

2. ALL METER SOCKETS SHALL HAVE A SCREW-TYPE LOCKING RING. RINGLESS SOCKETS ARE NOT
ACCEPTABLE.

3. METER SOCKETS SHALL BE LEVEL, PLUMB, AND SECURELY FASTENED TO THE POST. POST SHALL
BE HAVE MINIMUM DIMENIONS OF 4"x6” BY 10" LONG, FULLY TREATED. POST SETTING DEPTH IS
48" MINIMUM IN GROUND.

4. ALL METER SOCKETS WITHOUT A METER INSTALLED SHALL BE COVERED AND SEALED WITH A
TRANSPARENT COVER PLATE.

5. TERMINALS SHALL BE MARKED WITH A CONDUCTOR RANGE FOR ALUMINUM OR COPPER
CONDUCTORS. WHEN ALUMINUM CONDUCTORS ARE USED, THE SOCKET SHALL BE APPROVED AND
CLEARLY MARKED FOR THAT USE BY MANUFACTURER.

6. CUSTOMER WIRING, GROUNDING ELECTRODE CONDUCTOR, OR GROUNDING CONDUCTORS, OTHER
THAN CONDUIT BONDING JUMPERS, SHALL NOT PASS THROUGH OR TERMINATE IN ANY SEALABLE
SECTION.

7. COMMERCIAL (NON—RESIDENTIAL USE) METER PANELS MUST MEET THE FOLLOWING REQUIREMENTS:
A. ALL COMMERCIAL SERVICES USE SHALL HAVE EUSERC COMPLIANT MANUAL TEST—BYPASS FACILITIES
B. ALL COMMERCIAL SERVICES OVER 200 AMPS REQUIRE CURRENT TRANSFORMER (CT) METERING
C. REMOTE METERS ARE NOT PERMITTED

: TRUCKEE DONNER Underground Temporary Service

-

P Public Utility District

General Requirements
ELECTRIC DEPARTMENT

Drawn Design | Approved Date Category Voltage

UST-1

SMS SMS SAH 5/19/14 Metering Services
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